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ABS - AMERICAN BUILDING SUPPLY, INC.

TRINE - Electric Strikes & Accessories

3234 - Compact Electric Strike

Application:
For use in new or replacement installation in metal frames. Use with cylindrical locksets
having up to 5/8" throw, base on 1/8" door gap

Specifications:
• Face plate 2-3/4" x 1-1/4"
• Mortise Backset 1"
• Cavity depth 1/2"
• Cavity height 1-1/8"
• Cavity Width 5/8"
• ANSI 2-3/4' standard
• Designed for Timely applications

PART NO. DESCRIPTION FINISH LIST PRICE
9TRI323410B ELECTRIC STRIKE, 2-3/4" X 1-1/8" 10B $ 159.00

9TRI323426D ELECTRIC STRIKE, 2-3/4" X 1-1/8" 26D $ 154.00

001

SRP - Push Button Polished Brass with Black Center
2-1/4" Body Diameter

PART NO. DESCRIPTION LIST PRICE
9TRISRP PUSH BUTTON,BRASS 2-1/4" DIAMETER $ 4.95
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3234 -  Compact Electric Strike

Specifications: 
• Face plate 2-3/4” x 1-1/4” 
• Mortise Backset 1” 
• Cavity depth 1/2” 
• Cavity height 1-1/8” 
• Cavity Width 5/8” 
• ANSI 2-3/4’ standard 
• Designed for Timely applications 
• 1” backset allows for installation without removal of most 

dust boxes
• Standard operating voltages 12VDC & 24VDC models 

intermittent only
• Holding Force 1200 lbs.
• Fail Secure
• All Stainless Steel Mechanism

Options
LC : “All in One Voltage” model with range of 12V thru 24V AC & DC, 

Intermittent or Continuous duty
W: For Wood Frame Application

Stocked Product:
	 Standard: 10B,26D
	 LC Option: US3, 10B, 26D
	 W Option: US3, 26D

Application: 
	 For use in new or replacement installation 

in metal frames. Use with cylindrical 
locksets having up to 5/8” throw, base on 
1/8” door gap

SRP -  Push Button Polished Brass with Black Center 

2-1/4” Body Diameter 

Stocked Product:
Finish: Brass
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1 1/4"
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EN400
DIMENSIONS 1440 Ferris Place ·  Bronx ·  New York·  10461-3699

Telephone Number: (718) 829-2332
Fax Number: (718) 829-6405

Email: CustomerService@TrineOnline.com
Website: www.TrineOnline.com

  

400 -  Electric Strike
For use in new or replacement installation in wood 
or metal jobs. Use with mortise exit devices, mortise 
locks without dead bolts and cylindrical locksets 
having up to 1” throw

Features
	 • Face plate 1-1/4” X 4-7/8”
	 • Fail Secure/Fail Safe field reversible on DC units
	 • All Stainless steel construction
	 • 1,000,000 life cycle
	 • Holding Force 2,000 lbs
	 • Field Adjustable left or right handing in minutes
	 • UL Listed
	 • 24VDC
	 • Handed

Stocked Product
	 400-24VDC: 10B,32D

Trine-Electric Strikes & Accessories
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Trine-Electric Strikes & Accessories
EN430

DIMENSIONS

1 3/4"

1 1/4"

1 3/4"
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1/4"
1 1/2"

4 1/8"

4 7/8"

WIDTH
1" LATCH

DEPTH
1" LATCH
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CENTERLINE
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LATCH CAVITY

1440 Ferris Place ·  Bronx ·  New York·  10461-3699
Telephone Number: (718) 829-2332

Fax Number: (718) 829-6405
Email: CustomerService@TrineOnline.com

Website: www.TrineOnline.com

  

Stocked Product
430-24VDC: 10B, 32D

430 -  Electric Strike
	 For use in new or replacement installation in metal 

jambs. Designed to be used with mortise locks with up 
to 1” throw without the needing to of relocating center 
line 

	 • offset application

Features
• Face Plate 1-1/4” X 4-7/8”
• All Stainless steel construction
• 1,000,000 life cycle
• Holding Force 2,000 lbs
• Cavity Centerline offset 1”
• Handed specify LH or RH
• Mortise type- backset 1-3/4”
• UL Listed
• 24VDC

Compatible Locksets for 430	
Accurate 	 8500 series
NT Monarch 	 18-M,XX-M 17-M
Sargent: 	 7700,8100 series
Schlage 	 L9000 series
Yale: 	 8700 series

EN435
DIMENSIONS
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1 1/2"
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1440 Ferris Place ·  Bronx ·  New York·  10461-3699
Telephone Number: (718) 829-2332

Fax Number: (718) 829-6405
Email: CustomerService@TrineOnline.com

Website: www.TrineOnline.com

  435 -  Electric Strike
   For use in new or replacement installation in 

metal jambs. Designed to be used with mortise 
locks with up to 1” throw without the need of 
relocating the center line

Features
	 • Face Plate 1-1/4” X 4-7/8”
	 • All Stainless steel construction
	 • 1,000,000 life cycle
	 • Holding Force 2,000 lbs
	 • Cavity Centerline offset 1”
	 • Handed specify LH or RH
	 • Mortise type- backset 1-3/4”
	 • UL Listed
	 • 24VDC

Compatible Locksets for 435
Accurate   9000,9100
Arrow        A series
Best          34H,37H
Corbin       ML2200
Falcon       M series
Marks        5036
PDQ           ML series
Sargent      7800-8200 

Stocked Product
	 435-24VDC: 10B,32D
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Trine-Electric Strikes & Accessories

4800
DIMENSIONS 1440 Ferris Place ·  Bronx ·  New York·  10461-3699

Telephone Number: (718) 829-2332
Fax Number: (718) 829-6405

Email: CustomerService@TrineOnline.com
Website: www.TrineOnline.com

  

8 1/4"

9"

3/4"

1 3/4"

1 1/2"

1 1/16"

LC Electrical Draw Chart for all LC option strikes

.57 Amp @ 12VDC

.25 Amp @ 24VDC

.51 Amp @ 12VAC

.21 Amp@ 24V AC

4800 -  Electric Strike
For  use with rim exit device; no cutting required, 
Frame cutting is eliminated-the strike is completely 
surface mounted.

Features
• Built-in electronics, with surge and kick back protection, allows 12-24AC DC 

operation with no external accessory
• Holding Force 3,000 lbs
•1,500,000 life cycle
• Field adjustable for fail secure or fail safe operation
• 1-3/4” wide X 3/4” depth X 9” height
• Surface Mounting requires drilling three (3) holes
• Stainless Steel Construction
• Steel Spacer 1/8” thick supplied for installations that require mounting the 

strike closer to the exit device

Stocked Product
4800: 32D

CATALOG NUMBER DESCRIPTION 

5201 Plug-in Type 24V-20VA

5204 Plug-in Type 12V-20VA

5208 DC Plug-in Type 12VDC, 1.0 AMP

5209 DC Plug-in Type 24VDC, 0.5 AMP

5201, 5204, 5208 & 5209 -  Transformers
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